IRE PROOF
PE COUPLINGS

Axial restraint Pipe Coupling System
Unprecedented fire security

BWB GL LR BV ABS RINA approved
Vds approved for Sprinkler Systems
Firesleeve inside the Coupling

No loose parts or overwraps

Easy to fit on square cut plain end pipes
No special pipe preparation

New installations or retro fit

Patented system

. Sizes 38mm — 219.1mm

) Up to PN16 pressure rating

) EPDM or NBR gaskets

) Casings 304 or 316L st st

o Alloy Steel or 316 stainless screws
) ISO 9001 Registered

Another innovative technical solution from TEEKAY Couplings.
Use materials of the highest quality — save time and money on installation.

AXILOCK FP “MORE VALUE — LESS COST!”




AXITOCK IP
DIMENSIONAL DETAILS

PIPE DETAITLS COUPLING PERFORMANCE COUPLING GEOMETRY INSTALTATION HANDLING
SIZE SIZE OUTSIDE 0.D. WOREING AXIAT PULL COUPLING DINMENSION DIMEMNSION  DIMENSION  SCEEW — SOCEET TORQUE  WEIGHT BOX
D B DIAMETER TOLEEANCE PRESSURE WIDTH A B 3 SIZE HEAD 5 QrY
+
i  INCHES M v BARS ik T v RS b A(F M /ML EG
32 1t 38 3738 16 16338 87 71 85 125 B & 25 0.8 12
32 1t 42.4 41.4443.4 16 19775 87 75 89 128 B & 25 09 12
40 142 44.5 43.5/45.5 16 20382 87 7 91 131 itk & 25 09 12
40 14 483 47.3i49.3 16 29328 87 al 95 132 8 & 25 1.0 12
50 2 57 56/58 16 31655 87 S0 104 138 M2 & 30 1.0 12
50 2 60.3 5962 16 35426 a7 93 107 141 ik & 30 12 12
50 2 63 6265 16 38046 87 94 108 142 M8 & 30 i 12
50 2 67 G669 16 41613 a7 28 112 146 Ms & 30 it 12
50 2 0 6972 16 44275 a7 102 116 150 itk & 30 i 12
65 24 73 72005 16 45895 87 105 11% 153 Bt & 30 13 12
£5 24 76.1 7578 16 50508 83 108 126 154 B & 30 13 12
€5 24 825 81.5/84.5 16 50804 83 114 132 160 B & 30 13 12
80 3 88.9 8891 16 54645 83 121 135 164 ME & 30 1.4 12
80 3 98 97100 16 80742 83 128 146 171 8 & 30 18 12
S0 3 101.6 100.5/103.5 16 85161 114 132 153 1598 L0 8 45 23 12
100 4 108 107110 16 95312 114 138 159 202 W10 8 45 24 12
100 4 110 108112 16 98874 114 140 161 204 L0 8 45 2.5 12
100 4 1143 1131116 16 105729 114 144 165 207 10 g8 45 25 12
100 4 118 117120 16 98463 114 148 16% 211 10 8 45 2.6 g8
100 4 120.7 118.5/122.5 16 21573 114 151 172 214 LI10 8 45 2.6 8
100 4 127 1264129 16 95046 114 157 178 217 W10 8 45 27 8
125 5] 133 1324135 16 100088 115 164 192 225 M2 10 £5 4.6 4
125 5 139.7 1351142 16 108872 115 172 195 233 M2 10 £5 4.7 4
125 5 141.3 140.5/143.5 16 109811 115 173 200 236 M2 10 £5 4.8 4
125 5 144 143146 16 112419 115 176 203 239 M1z 10 £5 4.8 4
150 6 159 158161 16 1259114 117 192 220 273 W16 14 S0 5.0 4
150 6 165 1644167 16 179685 117 198 226 279 W16 14 100 a1 4
150 6 168.3 160170 16 184712 117 201 229 282 W16 14 100 i 4
150 & 170 169172 16 188465 117 203 231 284 W16 14 100 5 4
200 8 193.7 1934196 12 188670 120 228 260 305 W16 14 120 6.9 2
200 8 219.1 218221 12 214953 120 253 283 323 M6 14 120 73 2
NOTES

The above table 15 a guide to the most common sizes. Couplings to suit specific outside diameters not listed abowe may be manufactured to order. Please contact us for details.

For torque and pressure ratings of Vds approved Axilock FP Couplings, please contact the manufacturer.

¢ WOREING PEESSURE / LOAD Testis 1.5 times working figure. Minimum burstis 4 imes working figure. Figures are based on typical values for standard wall carbon steel pipe.
< TORQUES The torque ratings listed above are for general purpose use on standard wall carbon steel pipe. Fatings may be altered up or down by the manufacturer.

E&OE 170201



AXILOCK FP

MATERIAL SELECTION GUIDE

Type | 11 IV
Casing AISI 304 AISI 304 AISI 316L
DIN 1.4301 DIN 1.4301 DIN 1.4404
Fasteners | Alloy Steel Zinc + AISI 316L AISI 316L
PTFE Coated DIN 1.4404 DIN 1.4404
Gasket EPDM/NBR EPDM/NBR EPDM/NBR

Ordering Information:

Quantity Model Type Gasket Pipe OD

Example: 60 Axilock FP | EPDM 1539mm




TYPE APPROVED

LR Type Approval Certificate Extension

This 1s to certtfy that Certificate No. 91/00400(E5) for the undernoted products is extended and renumbered

as shown.
T'his certificate 1s 1ssued to:

PRODUCER

PLACE OF
PRODUCTION

DESCRIPTION

TYPE

APPLICATION

SPECIFIED STANDARD

Certificate No.
Issue Date

Expiry Date

Sheet

Taylor Kerr (Couplings) Ltd
Desraeli House

12, Aylesbury End

Old Beaconsfield
Buckinghamshire

HP9 1LW

United Kingdom (UK)

Taylor Kerr Engineering, Ltd
6 Alston Drive

Bradwell Abbey

Milton Keynes

Bucks, MK13 9YHA

United Kingdom (UK)

Pipe Couplings for plain ended metallic pipes

Axilock Types L L IV & V
Axilock-S Types I, 1l & IV
Axilock-FP Types |, [1 & IV

Marine, offshore and industrial piping systems, including fuel lines inside
machinery spaces and other locations where a source of ignition is present,
subject to the limitations and approval conditions listed in LR Design

Appraisal Document No. PSD 1-25211 Issue 8.

Lloyd’s Registers Rules and Regulations for the Classification of Ships.

91 /00400(ER)
27 June 2001
23 October 2006

1o0f2

Lloyd's Register of Shipping
71 Fenchurch Street, London EC3M 4BS

P. F.Moysey

i

ATE PAFFR (7

CORPUR



TYPE APPROVED

RATINGS
Tai 0.D. Max. WP
w (mm) (bar)

Axilock L, I & IV 424 -219.1 16
2445-273.0 85
3239 e
355.6 - 406.4 6.0

Axilock V 42.4-2191 16
244 5-273.0 125
3239 105
355.6 -406.4 8.2

Axilock-ST, T & IV 38 -139.7 16.0
141.3-170 13.0

Axilock-FP 1, II & IV 38 -170 16.0

“This Certificate is not valid for equipment, the design, ratings or operating parameters of which have been varied from
the specimen tested. The manufacturer should notify LR of any modification or changes to the equipment in order to
obtain a valid certificate.”

The attached Design Appraisal Document No. 91/00400(E6) and its supplementary Type Approval Terms and
Conditions form part of this Certificate.

All other details remain as the previous Certificate No. 91/00400(E5) to which this extension should be
attached.

Certificate No. 91/ 00400(ER)

Issue Date 27 June 2001

Expiry Date 23 October 2006

Sheet 20f2 ~li-k’fuyﬁey
]JD S Lloyd’s Register of Shipping

71 Fenchurch Street, London EC3M 4BS

§ 2NNy

CORPORATE PAPER (07



Type Approval Certificate oo

This is to certify that the undemoted productis) has'have been tested in accordance with
the ralevant requirements of the GL Type Appraval System

Certificate No

Company

Preduct Description
Type
Envircnmental Category

Technical Data /
Range of Application

Test Standard

Documents
Remarks

'.’.fai,rj unti

Page 1of2
Flie Na II,C.08

Hamburg, 2000-10-05

Germanischer Lloyd

o oA o e e pAET

72199 -84 HH

Taylor Kerr Couplings Ltd
Disraeli House, 12, Aylesbury End
GB-0ld Beaconsfield , Buckinghamshire, HP9 1LW

PIPE COUPLINGS

AXILOCK TYPES | Il IV, V [ DRWG.NOS.: ALO50, ALO54, ALDSS, AL0O5S |
AXILOCK-FP TYPES |, II, IV [ DRWG.NO.: AL0OS3 |

* Nona

RANGE OF APPLICATION | technical data see page 2 )

The abova mentioned Axilock pipe couplings may be used in the following piping
systems

+ Bilge and ballast lines
+ Fuel and ol lines = Vent, fill and sounding pipes
+ Seawater lines * Drinking water lines

» Fresh and seawater cooling lines  + Sanitary discharge lines

* Fire fighting and deckwash lines  « Inert gas lines on free deck

* Discharge lines from inert gas washers and deck water seals

+ Cargo oil lines

LIMITATIONS

The use of the pipe couplings is not permitted in:

» Bilge lines inside ballast and fuel tanks

+ Seawater and ballast lines inside cargo holds and fuel tanks

» Fuel and oil lines inside machinery spaces, cargo holds, ballast tanks
* Not water filled pressure water spraying systems

* Regulations for the Performance of Type Tests, Part 6. Test Requirements for
Mechanical Components and Eguipment of Germanischer Lloyd,

* Technical Data of AXILOCK and AXILOCK-FP Pipe Couplings

* Test Report Nos.. 11 dated 02/83 (pressure test), 455 dated 05/94 (vibration,
tightness & vacuum tests), 408 dated 02/83 (fire test), 33-40/95 dated 09/96
{fire test), 4419 and 4482 dated 04/99 and 07/00 (AXILOCK-FP test procedure)

* Nona

2004-06-05

Type Approval Symbol @

.9 . i
. WagtanNy 72 . ///(;
F Westphalinger W. Lippke

b i Pertwmance rf Tyne Teck P || Brcsg e’



Type Approval Certificate

bermanischnel

This 1s to certify that the undemoted productisj has/have been tested in accordance with
the relevant requirements of the GL Type Approval System.

TypeV

Galvanized
carbon steel
Low alloy steel
Claas 12.9
Alloy steel

Type V

16,0
125
10.5

82

Certfficate No 72199 - 94 HH
TECHNICAL DATA
MATERIALS
ftem Type | Type I Typa IV
Casing AIS| 304 AISI 304 AlSI 316
Bars Low alloy steel AlS| 316 AlSI 316
Scraws Class 129 Class Ad Class A4
Alloy steal  Stainless steel Stainless steel
Gaskets Synthetic Rubber (EPDM | NBR}
PRESSURE RANGE
Drwa. No. Pipe 0.0 Max. Allowable Working Pressure
[mm] [bar]
Type! Typell Type IV
ALOSD 30.0 to 219.1 16.0 16.0 16.0
ALOS0 2445102730 8.5 85 85
ALDSD 3239 73 7.3 13
ALDSD  3556to 4064 6.0 6.0 6.0
ALDS4 J80to 483 16.0 16.0 16.0
ALDSS 540t0127.0 16.0 16.0 16.0
ALDS6  133.0to 139.7 16.0 16.0 16.0
ALDSE 1413101700 13.0 130 130
ALDS3 38.0t0 170.0 16.0 16.0 16.0
ALDSI  171.0t0 2191 12.0 120 120
TEMPERATURE RANGE
+ Pipe couplings with EPDM gaskets -40°C to + 100°C
+ Pipe couplings with NBR gaskets -30°Cto + 80°C

The selection of the pipe couplings for the corresponding application and the right installation are to be in accordance with

the instructions of the manufacturer.

Vahd unt)
Page 202
FieNo  1.COB

Hamburg, 2000-10-05

Germanischer Lloyd

=% it icre it nsued o0 e bage o

s isleme

2004-06-05

F West ger

o t2a Padermance o Type Tess, Part €. Prooecure”

Type Approval Symbol @
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P
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. Appendix 12
48.3 mm Axilock-FP Visual inspection, \_r'_a:g'uum test, Pressure and tightness test and Burst test.

Visual Inspection, seen as satisfactory.......... - \| R T
, Wlen ' RLER
/21 4.q9 L5 x?{“
Vacuum Test, seen as satisfactory (30 minuites With no pressure rise).....ooooveiee ||

Chart recording of Pressure and Tightness and Burst Pres;iure test
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Appendix 8
114.3 mm Axilock-FP Visual inspectinn._}jgm test, Pressure and tightness test and Burst test.
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Visual Inspection, seen as satisfactory........... ) i }*}f‘;,,
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Appendix 4
168.3 mm Axilock-FP Visual inspection, Vacuum test, Pressure and tightness test and Burst test.

Visual Inspection, seen as satisfactory........... l#a{-..,

H R L)
'* FEE L]

Vacuum Test, seen as satisfactory (30 minitesswith no pressure rise)....

Chart recording of Pressurc and Tightness and Burst Pressure test
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WEHRTECHNISCHE DIENSTSTELLE
'
FUR SCHIFFE 1ND warmEwarrey WD 71

‘Wwahnechnische Drvertstelle fur Schurfe und MarnewsfTen

e nachrichtlich:
Taylor kerr Ltd
Cisraell House, 12 Aylesbury End
Old Beacaonsfield Buckinghamshire
HF 21 LW, England
Zulassung

Zul.Nr. 03472000

Fur  Rohrkupplung Typ AXILOCK FP DRWG-Nr.AL 053
hergestelll durch die TAYLOR KERR Couplings Ltd  Old Beaconsfield Buckinghamshire LK
wird aufgrund der Ergebnisse der durchgefuhrten Prufungen die Zulassung erteill

Diese Zulassung ersetzt die Zulassung 03 / 2000.die damit ihre Gilltigkeit verliert,

Gerate Anlagen und Fertigungsverfahren mit Zulassung konnen soweit gine
schiffsbezogenalschiffsklassenbezagene Finbauzulassung vorliegt unter Beachtung dieser
und dar nachfolgendean Hinweise auf Uberwasserschiffen der Deutschen Marine
Anwandung finden

Der Konstruktionsstand,der der Zulassung zugrunde liegt,ist einzuhalten.

Prifumfang:
- Feuerschutzprufung in Anishnung an die DIN 86230
- Vibrationsprutung nach BV 0440 Ausgabe 1887 (1dF 10790 )
- Schockprufung nach BV 0430 | Ausgabe 1985 ( (d F 01/89 )

Anwendungsbereich/Einschrankungen:
- Diese Zulassung g/t nur fur Kupplungen mit Flammschutzhille
Diese Zulassung gilt
fur den Durchmeasserbereich von 268 mmbis 1770 mm bei PN 16
fur den Durchmesser 219,1 mm bel PN 10
- Die Montage kann sowohl auf Stahl - wie auch auf CuNi10Fe - Rohren erfolgen

Fiir die Rohrkupplung gilt insbesondere:

- Matenal des Gehauses WS ( nach DIN 86 128 )
- Matenal der Dichtmanschette NBR bzw EPDM
- Material der Flammschutzhulle anorganisches Silikatgewsbe in Stahlhulle

11
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Mitgeitende Unterlagen/Vorschriften Bezugsunterlagen fiir die Anwendung:
- BV 0220 ( In der jewells gultigen Fassung |
- DIN 86232 ( Feuerwiderstand vor Rohrieitungsbauteilan )
- DIN B6 128
- GL -Zulassung - Nr_ 72 199 - 94 HH vom 02 09 1899
- Taylor Kerr - Werkzeichnung - NR AL 053
- DVGW Prufzeugris vom 29 11 1865
- Flammitesta im Jahre 1994 / 1995 bei der WTD 71 Kiel
- Mef}-und Versuchsbencht WTD 71 - 213 - 064 / 95 uber die Schockprifung
- Wehrtechnischer Bericht WTD 71 - 520 - 039/ 00 Uber die Vibrationsprufung

Qualitétssicherung/Lieferbedingungen: ISO 9000 ff oder ein vergleichbares
Qualitatssicherungssystem

Die Zulassung kann jederzeit mit sofortiger Wirkung entschadigungslos eingeschriinkt oder

zuruckgenomman werden,wenn die Voraussetzungrn,unter denen sie erteilt wurde,nicht mehr

gegeben sind oder in ihr enthaltene Bestimmungen nicht eingehalten werden.

Die Auslegung der Zulassung obliegt allein der Zulassungsstelle.

Der amtlich Gitepriifer oder eine von ihm beauftragte Person ist berechtigt jederzeit den Betrieb

zu besichtigen, um sich davon zu uberzeugen, ob die Voraussetzungen fir die Erteilung der Zulassung weiterhin
gegeben sind und ob die in der Zulassung enthaltenen Bestimmungen

eingehalten werden.
Datum der Zulassung  07.07 2000
gultig bis 30.06.2005
Im Auftrag
.{ensen_ BOir

12



- BOO1-HIT-3/95 Schutzvermerk nach DIN 34 beachten

wiori-21

WEHRTECHNISCHE DIENSTSTELLE

FUR SCHIFFE UND MARINEWAFFEN WD 71
Berliner Straf3e 115 - 24340 Eckem{drde

PRUFPROTOEKOLL

Feuerwiderstand von Ro hrverbinder
Prifung in Anlehnung an die DIN 86230

Durchfiihrung der Flammprifung am 24.09.96 . Flammtest-Nr: 34-35/96
auf dem Prifstand der WTD 71 RKiel-Ellerbek

Beflammungsart: Gasflachenbrenner
Anzahl der Flammdisen: 68 x 2 Brennersegmente: 2

Rennzeichnende Angaben und Daten des Priiflings

Hersteller: Taylor Keer Regent Street Nennweite: 108 mm

Anschrife: U.K. Londen WIR 7 LF max.zul.Betriebs-

Typbezeichnung: Teekay Axilock Typ 1 lberdruck 16 bar
Anzugsmoment: 30 Nm

Herstellungsmaterialien: Gehduse: Edelstal (V4A)

Dauer des Priifdruckes (n.d.Beflammung):

Metallteile: Die Rohrkupplung wurde auf Cu Ni 10 Fe Rohre montiert.
Verschluff nach cben.
Flammschutzhiille: ja
Dichtmanschetcte: EPDM
Priifbedingungen
Medium: stromendes Frischwasser
Prifdruck (Innendruck): S bar
Temperatur des Mediums vor dem Prifling: : 78 Grad C
hinter dem Prifling: 78 Grad C
Flammtemperatur: unter der Armatur: - Grad C
unter Priflingsmitte: 800 + 50 Grad C
Abstand zwischen Brenner und Unterkante Prifling: 250 mm
Dauver der Flammeinwirkung: 30 min
Prifdruck nach der Beflammung
1,5 fach des max. zul. Berriebsdruckes (16 L 1;8 o 24 bar
2 min

Priifergebnis

Brandverhalten: ) Funkenflug

( ) Ablésen brennender Teile

( - ) Abtropfen verfliissigten Materials
{ ) Nachbrennen

( ) Nachglimmen

Standzeit: 30 min

Statische Druckpriifung nach Flammtest

Druckmedium: Frischwasser
Dichtigkeit bei: 24 bar Priifdruck
Zeitdauer: 2 min

Bemerkungen (Ausfallgrund / Besonderes) :
Der Prifling hat der Beflammung und der Druckpriifung standgehalten.
erhdhter Temp. fber 900°C und ein Brennerabstand ven 180 mm.

Zeit: 20 min. Der Prifling hat erneut der Beflammung standgehalten.
Druckpriifung: 24 bar 2 min und nach GL 38,4 bar 2 min bestanden.

Danach wurde eine 2. Druckpriifung nach GL (38,5 bar und 2 min) durchgefihrt
und bestanden. Auf Wunsch der Firma wurde der Prifling ein 2.mal beflammt mit

Flammpriifung bestanden: Ja [:]Nein, Priifer: Segner &Q}IW
L

13




TECHNICAL DEFENCE DEPARTMENT
SHIPS AND MARINE WEAPONS WTD 71
Berliner StraBe 115 - 24340 Eckernforde
TEST REPORT
Fire Resistance of Pipe Connections

Test based on DIN 86230

Performance on the flame test on 24.09.96 Flame test no. 34-35/96
on the WTD 71 test bench in Kiel-Ellerbek

Way in which the flame was applied: Gas area torch
Number of flame jets: 68 x 2 Torch segments: 2

Characteristic Data and Information on the Test Piece

Manufacturer: Taylor Kerr Regent Street Nominal bore:  108mm

Address: UI.K. London WIR 7LJ Max. permissible operatng

Type designation:  Teekay Axilock Type | excess pressure: 16 har

Tightening Torque: 30 Nm

Materials used in manufacture: Housing, high grade steel (V4A)

Metal components: The coupling was fitted on Cu Ni 10 Fe pipes, closure at the

1op

Flame protection sleeve: Yes

Sealing gasket: EPDM

Test Conditions

Medium: Flowing fresh water

Test pressure (internal pressure): 5 bar

Temperature of the medium before the test piece 78 degrees C

Temperature of the meduim after the test piece 78 degrees C

Temperature of the flames: under the fitting - degrees C
under the centre of the test piece 800  +50 degrees C

Distance between burner and lower edge of test piece 250mm

Duration of flame action 30 minutes

Test pressure after flame was apphed

1.5 times the maximum permissible operation pressure (16 x 1.5) 24 bar

Duration of test pressure (after flame applied) 2 minutes

Test Results
Behaviour in fire (=) sparks flying

(-) detachment of burning components

() dnpping of liquefied material

(-) continued burning after removal of flame
(-} continued glowing after removal of test
Duration 30 minutes

Static Pressure Test after Flame Test

Pressure medium: Fresh water
Seal at 24 bar tesi pressure
Duration 2 minutes

Remarks (reason for failure/special features)

The test piece withstood the flame test and the pressure test. A second test was then
undertaken in accordance with GL [Germanischer Lloyd] (38.5 bar and 2 min). At the
company's request the test piece was subjected (o the flames a second time at a higher
temperature, above 900°, and at a distance from the torch of 180mm, time 30 minutes.
The test piece once again withstood the test.  Pressure test 24 bar 2 min and in accordance
with GL 38.4 bar 2 minutes, passed.

Flame test passed X yes [ no Tester: Segner (signature)

14
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